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The European Technical Assessment is issued by the Technical Assessment Body in its official language.
Translations of this European Technical Assessment in other languages shall fully correspond to the
original issued document and shall be identified as such.

Communication of this European Technical Assessment, including transmission by electronic means,
shall be in full. However, partial reproduction may only be made with the written consent of the issuing
Technical Assessment Body. Any partial reproduction shall be identified as such.

This European Technical Assessment may be withdrawn by the issuing Technical Assessment Body, in
particular pursuant to information by the Commission in accordance with Article 25(3) of Regulation
(EU) No 305/2011.
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Specific Part
1 Technical description of the product

The "fischer injection system FIS EM Plus" is a bonded fastener consisting of a cartridge with
injection mortar fischer FIS EM Plus and a steel element according to Annex A5.

The steel element is placed into a drilled hole filled with injection mortar and is anchored via the
bond between metal part, injection mortar and concrete.

The product description is given in Annex A.

2 Specification of the intended use in accordance with the applicable European
Assessment Document

The performances given in Section 3 are only valid if the anchor is used in compliance with the
specifications and conditions given in Annex B.

The verifications and assessment methods on which this European Technical Assessment is
based lead to the assumption of a working life of the anchor of at least 50 or 100 years. The
indications given on the working life cannot be interpreted as a guarantee given by the
producer, but are to be regarded only as a means for choosing the right products in relation to
the expected economically reasonable working life of the works.

3 Performance of the product and references to the methods used for its assessment
3.1 Mechanical resistance and stability (BWR 1)
Essential characteristic Performance
Characteristic resistance to tension load See Annex B 3to B 8,
(static and quasi-static loading) C1toC 12
Characteristic resistance to shear load See Annex
(static and quasi-static loading) C1toC4
Displacements under short-term and long-term loading See Annex C 13 and C 14
Characteristic resistance and displacements for seismic See Annex
performance categories C1 and C2 C15to C 18
3.2 Hygiene, health and the environment (BWR 3)
Essential characteristic Performance
Content, emission and/or release of dangerous substances No performance assessed

Z751926.20 8.06.01-100/20
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4 Assessment and verification of constancy of performance (AVCP) system applied, with
reference to its legal base

In accordance with the European Assessment Document EAD 330499-01-0601 the applicable
European legal act is: [96/582/EC].

The system to be applied is: 1

5 Technical details necessary for the implementation of the AVCP system, as provided for
in the applicable European Assessment Document

Technical details necessary for the implementation of the AVCP system are laid down in the
control plan deposited at Deutsches Institut fir Bautechnik.

Issued in Berlin on 17 June 2020 by Deutsches Institut fur Bautechnik

BD Dipl.-Ing. Andreas Kummerow beglaubigt:
Head of Department Baderschneider
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Installation conditions part 1
fischer anchor rod
Pre-positioned installation
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Push through installation (annular gap filled with mortar)
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(annular gap filled with mortar)

SN
N

Pre-positioned or push through installation with subsequently injected fischer filling disc

Figures not to scale

ho =

drill hole depth
thickness of fixture

Thix

het

= effective embedment depth

fischer injection system FIS EM Plus

Product description
Installation conditions part 1

Annex A 1
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Installation conditions part 2

fischer internal threaded anchor RG MI

Pre-positioned installation

Pre-positioned installation with subsequently injected fischer filling disc (annular gap filled with mortar)

VAV AN
| S par s rar 7 AN
[
hy = hy b
Figures not to scale

ho = drill hole depth het = effective embedment depth

tix = thickness of fixture
fischer injection system FIS EM Plus
Product description Annex A 2
Installation conditions part 2

Z51956.20 8.06.01-100/20
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Installation conditions part 3
Reinforcing bar
VA LA v v s v
! Yo LD AR
il . e q
hﬂ i hef
fischer rebar anchor FRA
Pre-positioned installation
4 A A LA LTI 7
V' / A e / / 7, N
o WA A BT E SN
N
hU tilx

Push through installation (annular gap filled with mortar)

VAV

S AN

vV KK W * NN
||
hD tﬁx
Figures not to scale
ho = drill hole depth het = effective embedment depth
tix = thickness of fixture

fischer injection system FIS EM Plus

Product description
Installation conditions part 3

Annex A 3
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Overview system components part 1

Injection cartridge (shuttle cartridge)} with sealing cap; Size: 330 ml, 585 ml, 1100 ml, 1500 mil

Imprint: fischer FIS EM Plus, processing notes, shelf-life, piston travel
scale (optional), curing times and processing times (depending on
temperature), hazard code, size, volume

‘un|||||||||||||||‘|||||||||||||||||||‘|1|||||||‘||||||||||||||l||||||||||||||‘|||||||||‘|||||||||‘|||||||||||||||||||||||||||||||||||||||‘m||||||‘|||||||||‘||||||||||||||I||||‘

Static mixer FIS MR Plus or UMR

— - - 17
C N

Injection adapter and Extension tube for static mixer

[T % |

Cleaning brush BS / BSB

L S 2 2

Blow-out pump ABP

Figures not to scale

fischer injection system FIS EM Plus

Product description Annex A 4
Cverview system components part 1;
cartridges / static mixer / accesscries

Z51956.20 8.06.01-100/20
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Overview system components part 2

fischer anchor rod
Size: M8, M10, M12, M14, M16, M20, M22, M24, M27, M30

fischer internal threaded anchor RG Ml

Size: M8, M10, M12, M16, M20

77 77
Screw / threaded rod / washer / hexagon nut
S N

fischer filling disc with injection adapter

S, o
"

Reinforcing bar
Nominal diameter: $8, $10, §12, ¢14, $16, $18, 20, 922, $24, $25, $26, $28, $30, $32, 34, $36, $p40

/LT 2 LA A I 2 4 8/ 0 A Ay A A A A 4 7 0 0 B A B A A o a4
R T T T T T T

fischer rebar anchor FRA

Size: M12, M16, M20, M24

Figures not to scale

fischer injection system FIS EM Plus

Product description Annex A5
Overview system components part 2;
steel compeonents

Z51956.20 8.06.01-100/20
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Table A6.1:  Materials
Part |Designation Material

1

Injection cartridge

Mortar, hardener, filler

High corrosion

rebar anchor FRA

1992-1-1:2004+AC:2010
fok=fx = K- fx

Stesl Stainless steel R resistant steel HCR
Steel grade acc. to EN 10088-1:2014 | acc. to EN 10088-1:2014
zinc plated Corrosion resistance class (Corrosion resistance class
P CRC Il CRC V
acc. to EN 1993-1-4:2015 |acc. to EN 1993-1-4:2015
Property class 4.8, 5.8 or 8.8;| Property class 50, 70 or 80 Property class 50 or 80
EN 1SO 898-1:2013 EN ISO 3506-1:2009 EN ISO 3506-1:2009
zinc plated 2 5 um, 1.4401: 1.4404; 1.4578; or property class 70 with
IS 4042:2018/Zn5/An{A2K) | 1.4571; 1.4439; 1.4362; fae= 580 N/mm?
or hot dip galvanised z 40 um| 1.4062, 1.4662, 1.4462; 1.4565; 1.4529;
2 |Anchor rod EN 150 10684:2004 EN 10088-1:2014 EN 10088-1:2014
fuc £ 1000 N/mm? fuc £ 1000 N/mm? fue = 1000 N/mm?
As = 12% As » 12% As = 12%
fracture elongation fracture elongation fracture elongation
Fracture elongation As > 8§ %, for applications without requirements
for seismic performance category C2
zinc plated 2 5 um, 1.4401; 1.4404; 1.4565; 1.4529;
3 Washer ISO 4042:2018/Zn5/An{A2K) 1.4578;1.4571; EN 10088-1:2014
1SQ 7089:2000 or hot dip galvanised = 40 pm 1.4439; 1.4362;
EN 1S0O 10684:2004 EN 10088-1:2014
Property class 4, 5 or 8; Property class Property class
EN ISO 898-2:2012 50, 70 or 80 50, 70 or 80
4 |Hexagon nut zinc plated = 5 um, EN IS0 3506-1:2009 EN 150 3506-1:2009
IS 4042:2018/Zn5/An{A2K) | 1.4401; 1.4404; 1.4578; 1.4565; 1.4529
or hot dip galvanised 2 40 um| 1.4571;1.4439; 1.4362; EN 10088-1:2014
EN 1SO 10684:2004 EN 10088-1:2014
Property class 5.8 Prepenrty class 70 Property class 70
fischer ISO 898-1:2013 EN ISO 3506-1:2009 EN ISO 3506-1:2009
5 |internal threaded anchor zinc plated = 5 um, 1.4401;1.4404; 1.4578; 1.4565; 1.4529;
RG MI ISO 4042:2018/Zn5/An(A2K) | 1.4571: 1.4439; 1.4362: EN 10088-1:2014
EN 10088-1:2014
. Property class 5.8 or 8.8; Property class 70 Property class 70
Commercial standarc EN (SO 898-1:2013 EN ISO 3506-1:2009 EN 1SO 3506-1:2009
6 lfor fischer internal zinc plated = 5 um, 1.4401; 1.4404; 1.4578; 1.4565; 1.4529;
threaded anchor ISO 4042:2018/Zn5/An{A2K) | 1.4571; 1.4439; 1.4362; EN 10088-1:2014
RG M| As>8% EN 10088-1:2014 As > 8%
fracture elongation As > 8 % fracture elongation fracture elongation
zinc plated = 5 um, 1.4401; 1.4404: 1.4578: 1.4565;1.4529;
7 [fischer filling disc SO 4042:2018/Zn5/An(A2K) | 1.4571: 1.4439; 1.4362; EN 10088-1:2014
similar to DIN 6319-G  |or hot dip galvanised = 40 pm EN 10088-1:2014
EN IS0 10684.2004
Reinforcing bar Bars and de-coliled rods, class B or C with
8 |EN1992-1-1:2004 and |fx and k accerding to NDP or NCL according to EN 1992-1-1/NA
AC:2010, Annex C fue = f = k -
Threaded part: Property class 70 or 80
EN ISO 3506-1:2009
Rebar part: 1.4401, 1.4404, 1.4571, 1.4578, 1.4439,
fischer Bars and de-colled rods class B or C with . |1.4362, 1.4082 acc. to EN 10088-1:2014
9 and k according to NDP or NCL of EN Corrosion resistance class CRC Il

ace. to EN 1993-1-4:2015

1.4565; 1.4529 acc. to EN 10088-1:2014
Corrosion resistance class CRC V

acc. to EN 1993-1-4:2015

fischer injection system FIS EM Plus

Product description Annex A 6
Materials
751956.20 8.06.01-100/20
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Specifications of intended use (part 1)
Table B1.1:  Overview use and performance categories
Anchorages subject to FIS EM Plus with ...
Anchor rod fischer internal Reinforcing bar fischer rebar
threaded anchor anchor
RG MI FR
f }
Hammer drilling
with standard drill Sesasssit—— all sizes
bit
Hammer drilling
with hollow drill bit
(fischer “FHD",
Heller "Duster = Nominal drill bit diameter (do)
Expert’; Bosch J 12 mm to 35 mm
~speed Clean®; Hilti
"TE-CD, TE-YD",
DreBo ,D-Plus®,
DreBo ,D-Max®)
Diamond drilling -_— all sizes
uncracked Tables: Tables: Tables: Tables:
concrete C1.1 C2.1 C3.1 Cc3.2
Static and guasi . Ca.1 : Ca1 : C4.1 . C4.1
static load, in cracked all sizes c5 1 all sizes c7 1 all sizes C9.1 all sizes C11.1
concrete C6.1 C8.1 C10.1 C12.1
C13.1 C13.2 C14.1 C14.2
Tables: Tables:
M10 10
Seismic 19 | cis.1 *19 | c16.
performance M30 C16.2 632 Ci16.2
category (only C17.41 1 C17.2 B
hammer drilling with Mi2 Tables:
standard / hollow M16 C15.1 1 1
drill bits) M20 | C16.2 '
M24 C18.1
I dry or wet all sizes
Use concrete
categor i
9oy 12 water fﬁ:ﬁg all sizes (not permitted in combined with working life 100 years)
Installation direction C3 (downward and horizontal and upwards {e.g. overhead) installation)
Installation e o o
temperature Timin = -5 °C t0 Timax = +40 °C
Temperature e o {max. short term temperature +60 °G;
In-service range | 40°Cto +60°C max. long term temperature +35 °C)
temperalure Temperature . . (max. short term temperature +72 °C;
range |l 40°Cto +72°C max. long term temperature +50 °C)
' no performance assessed
fischer injection system FIS EM Plus
Intended use Annex B 1
Specifications (part 1)
751956.20 8.06.01-100/20
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Specifications of intended use (part 2)

Base materials:

Compacted reinforced or unreinforced normal weight concrete without fibres of strength classes C20/25
to C50/60 according to EN 206:2013+A1:2016

Use conditions {Environmental conditions}:
Structures subject to dry internal conditions
{zinc coated steel, stainless steel or high corrosion resistant steel).

For all other conditions according to EN1993-1-4.2015 corresponding to corrosion resistance classes to
Annex A 6 table AG.1.

Design:
- Anchorages have to be designed by a responsible engineer with experience of concrete anchor design.

Verifiable calculation notes and drawings are to be prepared taking account of the loads to be anchored.

The position of the anchor is indicated on the design drawings {e. g. position of the anchor relative o
reinforcement or to supports, etc.).

+ Anchorages are designed in accordance with:
EN 1292-4:2018 and EOTA Technical Repert TR 055, Edition February 2018

Installation:
+ Anchor installation is to be carried out by appropriately qualified personnel and under the supervision of
the person responsible for technical matters of the site

In case of aborted hole: The hole shall be filled with mortar
+ Anchorage depth should be marked and adhered to on installation
Overhead installation is allowed

fischer injection system FIS EM Plus

Intended use Annex B 2
Specifications (part 2)

Z51956.20 8.06.01-100/20



Page 13 of European Technical Assessment
ETA-17/0979 of 17 June 2020

English translation prepared by DIBt

Deutsches

Institut
i DIBt
Bautechnik

Table B3.1: Installation parameters for anchor rods
Anchor rods Thread| M8 | M10 | M12 | M14 [ M16 | M20 | M22 | M24 [ M27 | M30
Width across flats Sw 13 | 17 | 19 | 22 | 24 | 30 | 32 | 36 | 41 46
Nominal drill hole diameter do 10 | 12 | 14 | 16 | 18 3121” 25 | 28 | 30 | 35
Drill hole depth ho ho = hes
Effective et min B0 | 60 | 70 | 75 | 80 | 90 | 93 | 96 (108 | 120
embedment depth het max_| [mmy | 160 | 200 | 240 | 280 | 320 | 400 | 440 | 480 | 540 | 600
, pre-positioned
Diameter of the installation dr %] 12 14 16 18 22 24 26 30 33
clearance hole
of the fixture push through dr 12 | 14 | 16 | 18 | 20 | 26 | 28 | 30 | 33 | 40
installation

Minimum thickness of concrete _ het + 30
member hirmin (z 100) het + 2do
Maximum installation torque max Tinst| [Nm] | 10 | 20 | 40 | 50 | 60 [ 120 135 | 150 | 200 | 300

" Both drill hole diameters can be used

fischer anchor rod Thread

!
i 4 _ _ _ m\ A |
pd N\ . )
Marking
Marking {on random place) fischer anchor rod:
Steel zinc plated PC" 8.8 e or + | Steel hot-dip PC" 8.8 )

High corrosion resistant steel HCR PC" 50

instailianion conaiuons:

High corrosion resistant steel HCR PC" 70 -

oA oo g
I/’ ‘/’ ///’ S /// //,_. / ’
i" P P L/ ’_,r ./-_r s PP L
A VAV /o

/ P . _ _ _ _ _
VA = max T,
- o i i o : |

- —— s s . . — . S— — — — — — — — — — -

e Setting depth mark
hD e hl_‘f tTn-: g p
hmin

[

Commercial standard threaded rods, washers and hexagon nuts may also be used if the following

requirements are fulfilled

Materials, dimensions and mechanical properties according to Annex A 6, Table A6.1
Inspection certificate 3.1 according to EN 10204:2004, the documents have to be stored

Setting depth is marked

Figures not to scale

fischer injection system FIS EM Plus

Intended use
Installation parameters anchor rods

Annex B 3

751956.20
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Table B4.1:  Minimum spacing and minimum edge distance for anchor rods and
reinforcing bars

Anchor rods M8 | M10 | M12 | M14 | M16 - M20 | M22 | M24
Reinforcing bars (nominal diameter) ¢ 8 10 12 14 16 18 20 22 24
Minimum edge distance

Uncracked / cracked concrete Cmin [mm] 40 | 45 ‘ 45 | 45 ‘ 50 ‘ 55 | 55 ‘ 55 | 60
Minimum spacing Smin according to Annex B5

Minimum spacing

Uncracked / cracked concrete Smin (mm] 40 | 45 ‘ 55 | 60 ‘ 65 ‘ 85 | 85 ‘ 95 | 105
Minimum edge distance Cmin according to Annex B5

Required projecting area

uUncracked concreie A (1000 8 i3 22 23 24 38,5 38,5 | 39,5 40
Cracked concrete P mm?]| 65 | 10 | 165 | 175] 185|295 295 | 30 | 305
Anchor rods - - M27 - M30 - - - -
Reinforcing bars (nominal diameter) ¢ 25 26 - 28 30 32 34 36 40
Minimum edge distance

Uncracked / cracked concrete Cmin (mm] 75 | 75 ‘ 75 | 80 ‘ 80 ‘ 120 | 120 ‘ 135 | 175
Minimum spacing Smin according to Annex B5

Minimum spacing

Uncracked / cracked concrete Sl g 1120 | 120 [ 120 [ 140 | 140 | 160 | 160 | 160 | 160
Minimum edge distance Crmin according to Annex B5

Required projecting area

Uncracked concrete A [1000| 47,5 | 475 | 475 | 64 64 64 64 64 64
Cracked concrete I mm?]| 36,5 | 36,5 36,5 | 49 | 49 | 49 | 49 | 49 | 49

Splitting failure for minimum edge distance and spacing in dependence of the effective embedment
depth hes.

For the calculation of minimum spacing and minimum edge distance of anchors in combination with different
embedment depths and thicknesses of concrete members the following equation shall be fulfilled:
Asp,req < Asp,t

Aspreq = required projecting area
Aspt = Aspet = effective projecting area (according to Annex B5)

fischer injection system FIS EM Plus

Intended use Annex B 4
Minimum spacing and edge distance for anchor rods and reinforcing bars

Z51956.20 8.06.01-100/20
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Table B5.1: Effective projecting area Asp,t with concrete member thickness h > het + 1,5 - C

and h 2 hmin
15¢ . % 1.5¢ E
- A ~ / i
c./;‘ H H/ /
:‘ rd H
‘ Asoe o
Single anchor Agpi=3-c) (hae+15-c) [mm?Z] ,
- With € 2 Grin
CGroup of anchors with s> 3 ¢ | Ast=(6-¢)  (ha+ 1,5 C) [mm?]
Group of anchors with 523-c | Agpi=(3-c+8) - (hes+1,5-C) [mm?] | with € 2 Crin @and s 2 Smin

Table B5.2: Effektive projecting area Asp: with concrete member thickness h < het + 1,5 - ¢

f
0
I
v
0
"

oal
aaaaa

and h = hmin
, ’/ 1.5c s 1,56 E
:" // [1/' I-I/f/ d'/ :
S /

Single anchor Aspt =3¢ existing h [mm3] ,
- . with € 2 Cmin
Group of anchors with  $=>3 ¢ | Aspt =6 ¢ - existing h [mm?]
Group of anchors with  s<3 ¢C | Aspi={3 -c+8) existingh [mm?2] | with € 2 cmin @and s 2 Smin

Edge distance and axial spacing shall be rounded up to at least 5 mm

Figures not to scale

fischer injection system FIS EM Plus

Intended use

Minimum thickness of concrete member for anchor rods,
minimum spacing and edge distance

Annex B 5

751956.20
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Table B6.1:

Installation parameters for fischer internal threaded anchors RG Mi

L,

Marking:

strength class

Anchor size e. g.: M10
Stainless steel - additional R; e.g.: M10R

Internal threaded anchors RG MI Thread M8 M10 M12 M16 M20
Diameter of anchor Onom = dn 12 18 18 22 28
Nominal drill hole
diameter do 14 18 20 24 32
Drill hole depth hg ho = het = Ly
Effective embedment depth het 90 a0 125 160 200
(hef = LH)

- . Smin
Minimum spacing and = | [mm] 55 65 75 95 125
minimum edge distance o

min
Diameter of clearance hole in g 9 12 14 18 22
e TIXLUTE
Minimum thickness _
of concrete member himin 120 125 165 205 260
Maximum screw-in depth lE.max 18 23 26 35 45
Minimum screw-in depth le.min 8 10 12 16 20
Maximum installation torque  max Tinst | [Nm] 10 20 40 80 120
fischer internal threaded anchor RG Mi . [
r Marking w—» — Thread
. 2;/ ;I';'/Z//// »
) © L 4 / ya p . ZT -}

High corrosion resistant steel > additional HCR; e.g.: M10 HCR

of Annex A 8, Table A6.1

Retaining bolt or threaded rods (including nut and washer) must comply with the appropriate material and

Installation conditions:

I

s a4 /S
) F iy
/ / /' 7 /
;/ 4 Py,
7 S S A SRS
o T IR
P, ol / PR R 5I50085 05 X X
., =] AeE §‘0‘0.0‘6.0’0.0¢0‘O'0. (550
/ s SIS
l v ) h;.:.e.g.g.:.e.g.e.g.

B @max T:

insl

Figures not to scale

fischer injection system FIS EM Plus

Intended use
Installaticn para

meters internal threaded anchors RG MI

Annex B 6

751956.20
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Table B7.1:

Installation parameters for reinforcing bars "

Nominal diameter of the bar ¢ 82 | 107 | 122 | 14 16 18 20 22 24

Nominal drill hole diameter do 10[12{12]14[14[16] 18 | 20 | 25 | 25 | 30 | 30
Drill hole depth ho ho = her

Effective het.min (mm] 60 60 70 75 80 85 90 94 98
embedment depth het.max 160 | 200 | 240 | 280 | 320 | 360 | 400 | 440 | 480
Minimum thickness _ het + 30

of concrete member Penin (= 100) het + 2do

Nominal diameter of the bar ¢ 25 26 28 30 a2 34 36 40 -

Nominal drill hole diameter do 30 35 35 40 40 40 45 55

Drill hole depth ho ho = het

Effective et min [mm] 100 | 104 | 112 120 | 128 | 136 | 144 | 160 -

embedment depth Ret.max 500 | 520 | 560 | 600 | 640 | 680 | 720 | 800 | -

Minimum thickness _

of concrete member i Mot + 20

21 Both drill hole diameaters can be used

" minimum spacing and minimum edge distance see Annex B 4

Reinforcing bar

R s I I I NI TETRNONEN

The rib height must be within the range: 0,05 - ¢ € hie 0,07 - ¢
(¢ = Nominal diameter of the bar, h.i» = rib height}

-e-; VIl I 1 A A A Ay Iy A 1y U 4 1 A A T A VA A A A 1 2y 4 4 4 e A 0 4 1 A Uy 1 A

The minimum value of related rib area frmin must fulfil the reguirements of EN 1992-1-1:2004+AC:2010

Installation conditions:

)

Setting depth mark

Figures not to scale

fischer injection system FIS EM Plus
Intended use Annex B 7
Installation parameters reinforcing bars

8.06.01-100/20
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Table B8.1:

Installation parameters for fischer rebar anchor FRA

Marking frontal e. g:

<X FRA (for stainless steel);

<_=X FRA HCR (for high corrosion resistant steel)

Rebar anchor FRA Thread M121 M16 M20 M24
Nominal diameter of the bar & 12 16 20 25
Width across flats SwW 19 24 30 36
Nominal drill hole diameter do 14 16 20 25 30
Drill hole depth ho het + e
hef.min 70 80 a0 96
Effective embedment depth
P hetmax 140 220 300 380
Distance concrete surface to
- ls 100
welded joint
o [mm]
M!n!mum spacmg gnd _ 55 65 85 105
minimum edge distance o
) pre-positioned <
Diameter of anchorage = d 14 18 22 pds)
clearance hole sush through
in the fixture
anchorage < d 18 22 26 32
Minimum thickness _
of concrete member Amin ho + 30 Mo + 2do
Maximum installation torque  max Tinst| [Nm] 40 60 120 150
' Both drill hole diameters can be used
fischer rebar anchor FRA
Thread
'
= p - -
i ?
Marking

Installation conditions:

7777777 N d
(gl @, HENHHH R TR x max Tingy
A2 i h ; --------- B L— Setting depth mark
o ty
hI'|'\II".
e e TR R -

Figures not to scale

fischer injection system FIS EM Plus

Intended use
Installation parameters rebar anchor FRA

Annex B 8

751956.20
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The size of the cleaning brush refers to the drill hole diameter

Table B9.1:  Parameters of the cleaning brush BS / BSB (steel brush with sieel bristles)

Nominal drill hole

diameter BSB

d do 10|12 |14 |16 |18 |20 |24 |25 | 28|30 |32 |35 | 40| 45 | 55
lameter

Steel brush

diameter BS db [[mm]| 11| 14| 16 20 25 |26 | 27 | 30 40 - - -
Steel brush b | i 42 | 47 | 58

dy

below the listed minimum temperature)

Table B9.2 Maximum processing time of the mortar and minimum curing time
(During the curing time of the mortar the concrete temperature may not fall

Temperature at Maxi N Mini oy
anchoring base aximum processing time inimum suring time ™
[OC] twork teure
-5t 07 240 min 200 h
> 0t 5% 150 min 90 h
> 5 to 10 120 min 40 h
>10 to 20 30 min 18h
»>20 0o 30 14 min 10 h
> 30 to 40 7 min 5h

2 Minimal cartridge temperature +5°C

Y'n wet concrete or water filled holes the curing times must be doubled

fischer injection system FIS EM Plus

Intended use
Cleaning brush {steel brush)
Processing time and curing time

Annex B9

751956.20

8.06.01-100/20




Page 20 of European Technical Assessment Deutsches

ETA-17/0979 of 17 June 2020 Institut
e DIBt
English translation prepared by DIBt Bautechnik

Installation instructions part 1

Drilling and cleaning the hole (hammer drilling with standard drill bit)

Drill the hole.

1 Nominal drill hole diameter do and drill hole depth ho
see tables B3.1, B6.1, B7.1, B8.1
Cleaning the drill hole: =

2 Blow out the drill hole twice, with oil free \!
compressed air (p 2 6 bar)

3 Brush the drill hole twice. For drill hole diameter = 30 mm use a power drill.
For deep holes use an extension. Corresponding brushes see table B9.1
Cleaning the drill hole: 'ﬂ

4 Blow out the drill hole twice, with oil free \;
compressed air (p 2 6 bar)

Go to step 6

Drilling and cleaning the hole (hammer drilling with hollow drill bit)
1 1 " | Check a suitable hollow drill (see table B1.1)
I for correct operation of the dust extraction
Use a suitable dust extraction system, e. g.
RO fischer FVC 35 M or a comparable dust extraction system
’;‘j o - with equivalent performance data
o |kmdnndnn
Gotostep6

fischer injection system FIS EM Plus

Intended use
Installation instructions part 1

Annex B 10

751956.20

8.06.01-100/20




Page 21 of European Technical Assessment
ETA-17/0979 of 17 June 2020

English translation prepared by DIBt

Deutsches
Institut

fiir
Bautechnik

DIBt

Installation instructions part 2
Drilling and cleaning the hole (wet drilling with diamond drill bit)
: 2 Drill the hole. s . O
Drill hole diameter do and _— :
1 nominal drill hole depth ho | | B - S;zar‘;mgvi”i't' core
see tables B3.1, B6.1, & o
B7.1, B8.1 s )
9 . S
2 % Flush the drill hole with clean water until it flows clear
(=] Q =
> g
3 Blow out the drill hole twice, using oil-free compressed air (p > 6 bar)
4 Brush the drill hole twice using a power drill.
Corresponding brushes see table B9.1
5 Blow out the drill hole twice, using oil-free compressed air (p > 6 bar)
Preparing the cartridge
'@ 4=m"=| Remove the sealing cap
6 - ——  Screw on the static mixer
- [I=p B==H (the spiral in the static mixer must be clearly visible)
7 _f D Place the cartridge into the dispenser
o iE‘i Extrude approximately 10 cm of material out until
8 i the resin is evenly grey in colour. Do not use
< v moriar that is not uniformly grey
fischer injection system FIS EM Plus
Intended use Annex B 11
Installation instructions part 2

751956.20
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Installation instructions part 3
Injection of the mortar

am Dl o PR o Ty 0
|58 o 0 B ALK S A
..q._‘__':'"v.g_._- .o:_' — ao_:_d.d..a -"\ao.\-:- '_‘?‘ :- e L
9 2 &8 O
Fill approximately 2/3 of the drill For overhead installation, deep
hole with mortar. Always begin For drill hole depth = 150 mm holes {hg > 250 mm) or drill hole
from the bottom of the hole and use an extension tube diameter {do = 40 mm) use an
avoid bubbles injection-adapter
Installation of anchor rods or fischer internal threaded anchors RG Ml
Only use clean and oil-free metal parts.
Mark the setting depth of the metal parts. Push the
anchor rod or fischer internal threaded RG Ml
10 anchor down to the bottom of the hole, turning it
slightly while doing so.
After inserting the metal part, excess mortar must
be emerged around the anchor element.
For overhead installations support the ::h(:;g uﬁh
metal part with wedges (e. g. fischer installgétion fil
centering wedges) or fischer
overhead clips the annular gap
’ with mortar
Mounting the
. o o fixture
11 \Sl\ézlttgobrléhggsgecmed curing time teure 12 max Tins 860
) tables B3.1
and B6.1
After the minimum curing time is reached, the gap between metal part and
fixture (annular clearance) may be filled with mortar via the fischer filling disc.
Ootion Compressive strength 2 50 N/mm? (e.g. fischer injection mortars FIS HB,
P FIS SB, FIS V, FIS EM Plus)
ATTENTION: Using fischer filling disc reduces tix (usable length of the
anchor)

fischer injection system FIS EM Plus

Intended use
Installation instructions part 3

Annex B 12

751956.20
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Installation instructions part 4
Installation reinforcing bars and fischer rebar anchor FRA

5 T
R =
0 ~ S Only use clean and oil-free reinforcing bars or fischer FRA. Mark the setting
o) [" ,I T depth. Turn while using force to push the reinforcement bar or the fischer FRA
LS L ___H into the filled hole up to the setting depth mark

10
When the setting depth mark is reached, excess mortar must be emerged
from the mouth of the drill hole.
; - ] et - Mounting the fixture
11 Wait for the specified curing 12 :_mmw!!p i max Tinet

time tcure See table B9.2 see table B8.1

max Tinst

fischer injection system FIS EM Plus

Intended use Annex B 13
Installation instructions part 4

751923.20 8.06.01-100/20
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Table C1.1:

anchor rods and standard threaded rods

Characteristic values for steel failure under tension / shear load of fischer

Anchor rod / standard threaded rod

| M8 | M10 [M12 | M14 | M16 | M20 | M22 | M24 | M27 | M30

Bearing capacity under tension load, steel failure®

o @ 4.8 15(13)|123(21)| 33 46 63 98 | 121 | 141 | 184 | 224
EZE Steel zinc plated - 58 19(17)(29(27)| 43 58 79 [ 123 | 152 | 177 | 230 | 281
%8 ’g% 8.8 [KN] 29(27)|47(43)| 68 92 | 126 | 196 | 243 | 282 | 368 | 449
[y -
6 'g high corrosion 70 26 41 58 81 110 | 172 | 212 | 247 | 322 | 383
= resistant steel HCR 80 30 | 47 | 68 | 92 | 126 | 196 | 243 | 282 | 368 | 449
Partial factors
4.8 1,50
S Steel zinc plated .. 58 1,50
..‘E z o 3B 8.8 1,50
= = o o [-]
© ~ Stainless steelRand| £© 50 2,86
& high corrosion 70 1,502 /1,87
resistant steel HCR 80 1,60
Bearing capacity under shear load, steel failure®
without lever arm
o 4.8 9(8) |14(13)] 20 28 38 59 73 85 | 110 | 135
e F .
},‘3 < Steel zinc plated - 58 11(10}(17{16)}| 25 34 47 74 91 106 | 138 | 168
% o g% 8.8 [KN] 15(13)(23(21)| 34 46 63 98 | 122 | 141 | 184 | 225
%éslafmessslemﬂand S5 50 9 15 | 21 | 28 | 39 | 61 | 76 | 89 | 115 [ 141
S _8,_’ high carrosion 70 13 20 30 40 55 86 | 107 | 124 | 161 | 197
- resistant steel HCR 80 15 | 23 | 34 | 46 | 63 | 98 | 122|141 | 184 | 225
Ductility factor k7 | [] 1,0
with lever arm
“? 4.8 15(13)|30(27)| 52 83 | 133 | 2569 | 357 | 448 | 665 | 899
H.‘:‘EEC Steel zinc plated - 5.8 19(16)|37(33)| 65 | 104 | 166 | 324 | 447 | 560 | 833 [1123
@ 2 u:.:lﬁ 88 (Nm] 30{26)|60(53)| 105 | 167 | 266 | 519 | 716 | 896 | 1333 (1797
§§ Stainless steel Rand| £ 50 19 | 37 | 65 | 104 | 166 | 324 | 447 | 560 | 833 [1123
% high corrosion 70 26 52 92 | 146 | 232 | 454 | 626 | 784 |1167 | 1573
L resistant steel HCR 80 30 | 60 | 105 | 167 | 266 | 519 | 716 | 896 |1333 (1797
Partial factors ¥
4.8 1,25
g Steel zinc plated . 5.8 1,25
g > 5% 88 1,25
8 2o Q @ [-]
£ 7 Stainless steelRand| = © 50 2,38
& high corrosion 70 1,252 /1,56
resistant steel HCR 80 1,33

Y 1n absence of other national regulations
2 Only admissible for high corrosion resist. steel HCR, with fy/fuc 20,8 and As »12% (e.g. fischer anchor rods)
% Values in brackets are valid for undersized threaded rods with smaller stress area As for hot dip galvanised

standard threaded rods according to EN ISO 10684:2004+AC:2009

fischer injection system FIS EM Plus

751923.20

Performances Annex C 1
Characteristic values for steel failure under tension / shear load of fischer anchor rods
and standard threaded rods
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Table C2.1: Characteristic values for steel failure under tension / shear load of fischer
internal threaded anchors RG MI

fischer internal threaded anchorsRGMI | M8 | M10 | Mi12 M16 M20
Bearing capacity under tension load, steel failure
Property 5.8 19 29 43 79 123
?er;?sl’{aatcr:&:e with N class 8.8 [kN] 29 47 68 108 179
Soron " Property _R 26 41 59 110 172
class 70 HCR 26 41 59 110 172
Partial factors®
Property 2.8 1,50
Partial fact class 8.8 1,50
artial factors M, N Property R [-] 187
class 70 HCR 1,87
Bearing capacity under shear load, steel failure
Without lever arm
Property 5.8 9,2 14,5 21,1 39,2 62,0
Charact. class 8.8 14,6 23,2 33,7 54,0 90,0
resistance with VO [kN]
screw Property R 12,8 20,3 295 548 86.0
class 70 HCR 12,8 20,3 29,5 54.8 86,0
Ductility factor kr | [-] 1,0
With lever arm
Property 538 20 39 68 173 337
?eg?srgcr:ée with  Mopes 225 88 [Nm] 30 60 105 266 >19
SCrew ' Property R 26 52 g2 232 454
class 70 HCR 26 52 g2 232 454
Partial factors!
Property 5.8 1,25
, class 8.8 1,25
Partial factors ~ yus.v [-]
Property R 1,56
class 70 HCR 1,56
'In absence of other national regulations
fischer injection system FIS EM Plus
Performances Annex C 2
Characteristic values for steel failure under tension / shear load of fischer internal
threaded anchor RG MI
751923.20 8.06.01-100/20
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Table C3.1: Characteristic values for steel failure under tension / shear load of
reinforcing bars

Nominal diameter of the bar o | 8[10[12]14]16[18]20|22|24 |25]26(28[30|32]34 |36 |40
Bearing capacity under tension load, steel failure
Characteristic resistance Neke | [KN] I As - fuk!)

Bearing capacity under shear load, steel failure

Without lever arm

Characteristic resistance Verks [[KN] 0,5 As - fik
Ductility factor k7 -] 1,0
With lever arm

Characteristic resistance MOk s ‘[Nm]‘ 1,2 - W - fu)

Y or fy respectively must be taken from the specifications of the reinforcing bar

Table C3.2: Characteristic values for steel failure under tension / shear load of fischer
rebar anchors FRA

fischer rebar anchor FRA | mi2 | wme | M2 | M4
Bearing capacity under tension load, steel failure

Characteristic resistance Npk.s ‘ [kN] ‘ 63 | 111 ‘ 173 ‘ 270
Partial factor"

Partial factor YMsN ‘ [-] ‘ 1,4

Bearing capacity under shear load, steel failure

Without lever arm

Characteristic resistance VOks |[kN] 30 | 55 ‘ 86 | 124
Ductility factor ke | [ 1,0

With lever arm

Characteristic resistance Meris |[Nm| 92 | 283 | a4 | 785
Partial factor"

Partial factor YMs.V ‘ [] ‘ 1,56

Y [n absence of other national regulations

fischer injection system FIS EM Plus

Performances Annex C 3
Characteristic values for steel failure under tension / shear load of reinforcing bars and
fischer rebar anchors FRA
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Table C4.1:

Characteristic values for concrete failure under tension / shear load

Size

All sizes

Tension load

Installation factor

Yinst ' ] ‘

SeeannexC 5toC 12and C 17 to C18

Factors for the compressive strength of concrete > C20/25

Characteristic values for concrete failure under tension / shear load

C25/30 1,02

C30/37 1,04
Increasing C35/45 v, 8 1,06
factor for tak C40/50 1,07

C45/55 1,08

C50/60 1,09
Splitting failure

h/hes220 1,0 her
Edgedistance 2,0>h/har>13 cCersp [mm] 46 het-18h
h/he< 13 2,26 her
Spacing Scr.sp 2 Cersp
Concrete cone failure
Uncracked concrete Kucr i 11,0
Cracked concrete kerN 0 7.7
Edge distance CerN 1,5 hes
- [mm]
Spacing ScrN 2 CerN
Factors for sustained tension load
Factor Yosue ‘ -1 ‘ -0
Shear load
Installation factor Yinst ‘ [-] ‘ 1,0
Concrete pry-out failure
Factor for pry-out failure ks ‘ [-] ‘ 20
Concrete edge failure
Effective Igngth of fastener in I [mm] for dnom < 24 mm:. m!n (hef;. 12 dnorn)
shear loading for dnom > 24 mm: min (hef; 8 dnom; 300 mm)
Calculation diameters
Size M8 | M10 | M12 | M14 | M16 | M20 | M22 | M24 | M27 | M30
fischer anchor rods and
standard threaded rods Unom 8 10 12 | 14 16 | 20 | 22 | 24 | 27 | 30
?nstgr]r?gl threaded anchors RG M1 &rom Ml a2 | ae | e | @ |22 |28 | 2| 2| )
fischer rebar anchor FRA nom -2l -2 12 | -2 1% | 20 | 2 | 25 | & -2
Size (nominal diameter of the bar) ¢ |8 |10|12(14|16|18|20|22|24|25]|26(28|30(32|34 /36|40
Reinforcing bar drom [[mMm]| 8 [10(12|14|16|18|20|22|24|25|26(28|30|32|34|36 |40
"'No performance assessed
2 Anchor type not part of the ETA
fischer injection system FIS EM Plus
Performances AnnexC 4

751923.20
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Table C5.1:  Characteristic values for combined pull-out and concrete failure for tischer
anchor rods and standard threaded rods in hammer or diamond drilled
holes; uncracked or cracked concrete; working life 50 years
Anchor rod / standard threaded rod | m8 | M10 | M12 | M14 | m16 | m20 | m22 | M24 | M27 | M30
Combined pullout and concrete cone failure
Calculation diameter d [[mm | 8 [ 10|12 ] 14 ] 16|20 | 22|24 ]27] 30
Uncracked concrete
Characteristic bond resistance in uncracked concrete C20/25
Hammer-drilling with standard drill bit or hollow drill bit {dry or wet concrete}
Tem- I: 35°C/60°C 18 18 18 17 17 16 15 15 15 14
perature Theuer | [N/MmM2]
range l: 50°C/72°C 18 | 17 | 17 | 16 | 16 | 15 | 14 | 14 | 14 | 13
Hammer-drilling with standard drill bit or hollow drill bit {water filled hole}
Tem- I 35°C/60°C 16 16 15 13 13 11 11 10 10 9
perature Thewr | [N/MM?)
range I 80°C/72°C 15 14 14 13 12 11 10 10 9 9
Diamond-drilling {dry or wet concrete as well as water filled hole)
Tem- I: 35°C/60°C 16 | 15 | 13 | 12 | 12 | 10 | 10 | 10
perature Thewe | [INFMM?]
range Il; 50¢C/72°C 15 14 12 11 11 10
Installation factors
Dry or wet concrete . [ 1,0
Water filled hole finst 1,4
Cracked concrete
Characteristic bond resistance in cracked concrete C20/25
Hammer-drilling with standard drill bit or hollow drill bit {dry or wet concrete}
Tem- I 35°G/60°C 75175 9 85|85 |85|85| 85| 85| 85
perature Taker | [NfMm?]
range I 50°C/72°C 75175 9 85|85 |85|85| 85| 85| 85
Diamond - drilling {dry or wet concrete)
Tem- I 35°C/60°C 7 7 7 7 6 6 7 7 7 7
perature Taner | [IN/MmM?]
range Il 80°C/72°C 7 7 7 7 6 € 7 7 7 7
Hammer-drilling with standard drill bit or hollow drill bit and diamond-drilling {water filled hole}
Tem- I: 35°C/60°C 6 75175 7 6 6 6
perature Trer | [NFMmM?]
range I 50°C/72°C 6 7 7 7 6 6 6 6 6 6
Installation factors
Dry or wet concrele . 1,0
Water filled hole finst i 1,2 14
fischer injection system FIS EM Plus
Performances AnnexC5
Characteristic values for combined pull-out and concrete failure for fischer anchor rod
and standard threaded rods; working life 50 years

751923.20 8.06.01-100/20
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Table C6.1:  Characteristic values for combined pull-out and concrete failure for tischer
anchor rods and standard threaded rods in hammer or diamond drilled
holes; uncracked or cracked concrete; working life 100 years

Anchor rod / standard threaded rod | m8 | M10 | M12 | M14 | m16 | m20 | m22 | M24 | M27 | M30
Combined pullout and concrete cone failure
Calculation diameter d [ [mm] | 8 |10 ] 12| 14|16 | 20| 22|24 | 27 30

Uncracked concrete

Characteristic bond resistance in uncracked concrete C20/25

Hammer-drilling with standard drill bit or hollow drill bit {dry or wet concrete}

Tem- I 35°C/80°C 18 18 18 17 17 16 15 15 15 14
perature Thewer | [N/MM2]

range Il: 50°C/72°C 18 | 17 | 17 | 16 | 16 | 15 | 14 | 14 | 14 | 13
Diamond-drilling (dry or wet concrete)

Tem- I 35°C/80°C 16 15 13 12 12 10 10 10 9 9
perature Trewer | [N/MM?)

range ll: 50°C/72°C 15 14 12 11 11 10 9 9 8 8
Installation factors

Dry or wet concrete Yinst -] 1,0

Working I: 35°C/60°C 0,75(0,75|0,75| 0,750,751 0,75 0,75 0,75 | 0,75 | 0,75
life 100 a ears -

years Il 50°C/72°C " 1 Tos5] 0,60 | 060 | 0,65 | 0.65 | 0,65 | 0,65 | 0,65 | 0,65 | 0,65

Cracked concrete

Characteristic bond resistance in cracked concrete C20/25

Hammer-drilling with standard drill bit or hollow drill bit (dry or wet concrete)

Tem- I: 35°C/60°C 75175 9 85|85 |85 (85|85 )|85]|85
perature Tae | [IN'MM?]

range l: 80°C/72°C 75|75 9 85 |85 |85 (85|85 | 85 | 85
Diamond - drilling {dry or wet concrete)

Tem- I: 35°C/60°C 7 7 7 7 6 6 7 7 7 7
perature Taner | [IN/MmM?]

range Il; 50°C/72°C 7 7 7 7 6 6 7 7 7 7
Installation factors

Dry or wet concrete Yinst [] 1,0

Working I: 35°C/60°C 060 |085(080(065(065|065]|065]|0,65|065]|065
life 100 100 years [-]

years II; 50°C/72°C p6eo0|085(080|0,65|065|065]|065|0,65|0,65 0,65

1) Calculation of characteristic bond resistance in uncracked concrete Trk,100, ucr:

TRK.100, usr = CI100 years © TRkuer

2 Calculation of characteristic bond resistance in cracked concrete Trk100, or:

TRKk.100, &r = Ch100 years © TRk.er

fischer injection system FIS EM Plus

Performances Annex C 6
Characteristic values for combined pull-out and concrete failure for fischer anchor rod
and standard threaded rods; working life 100 years

751923.20 8.06.01-100/20
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Table C7.1:  Characteristic values for combined pull-out and concrete failure for tischer
internal threaded anchors RG Ml in hammer or diamond drilled holes:
uncracked or cracked concrete; working life 50 years

Internal threaded anchor RG MI | m8 | M0 | M2 | M6 | M20
Combined pullout and concrete cone failure
Calculation diameter d [(om | 12 [ 1.6 | 18 | 22 | 28

Uncracked concrete

Characteristic bond resistance in uncracked concrete C20/25

Hammer-drilling with standard drill bit or hollow drill bit {dry or wet concrete}

Tem- l: 35°C/60°C , 15 14 14 13 12
fae,:géure 1 50°G/7zec T | VM 14 13 13 12 11
Hammer-drilling with standard grill bit or hollow drill bit {water filled hole}

Tem- I: 35°C/60°C ) 14 12 12 il 10
fae,:géure I 50°G/7ze T | VM 13 12 11 10 9
Diamond-drilling (dry or wet concrete as well as water filled hole)

Tem- [: 35°C/60°C 13 12 11 10 9
perature Thkuer | [N/MM?]

range Il: 50°C/72°C 12 11 10 9 8
Installaticn factors

Dry or wet concrete 1,0

Water filled hole i g 14

Cracked concrete

Characteristic bond resistance in cracked concrete C20/25

Hammer-drilling with standard drill bit or hollow drill bit and diamond-drilling {dry or wet concrete)

Tem- I 35°C/60°C 7 6 6 7 7
perature Tawer | [N/MM?]
range II: 50°C/72°C 7 6 6 7 7
Hammer-drilling with standard drill bit or hollow drill bit and diamond-drilling {water filled hole}
Tem- l: 35°C/60°C 7 8,5 6 6 6
perature Taker | [IN/MM?]
range II: 50°C/72°C 7 6 6 6 6
Installation factors
Dry or wet concrete . (] 1,0
Water filled hole finst 1,2 1.4
fischer injection system FIS EM Plus
Performances AnnexC7

Characteristic values for combined pull-out and concrete failure for fischer internal
threaded anchors RG MI; working life 50 years
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Table C8.1:

Characteristic values for combined pull-out and concrete failure for fischer
internal threaded anchors RG Ml in hammer or diamond drilled holes:

uncracked or cracked concrete; working life 100 years

Internal threaded anchor RG Mi M3 M10 ‘ M12 M16 M20
Combined pullout and concrete cone failure
Calculation diameter d [ [mm] | 12 16 | 18 22 28
Uncracked concrete
Characteristic bond resistance in uncracked concrete C20/25
Hammer-drilling with standard drill bit or hollow drill bit {dry or wet concrete}
Tem- I: 35°C/860°C , 15 14 14 13 12
perature Thcuer | [N/MM?]
range Il 50°C/72°C 14 13 13 12 11
Diamond-drillina {(dry or wet concrete)
Tem- I: 35°C/60°C ) 13 12 i1 10 9
perature Thcuer | [N/MM?]
range Il 50°C/72°C 12 11 10 9 8
Installation factors
Dry or wet concrete Yinst [-] 1,0
Working | 35°C/60°C 0,75 0,75 0,75 0,75 0,75
life 100 100 years []
years Il: 50°C/72°C 0,55 0,60 0,60 0,65 0,65
Cracked concrete
Characteristic bond resistance in cracked concrete C20/25
Hammer-drilling with standard drill bit or hollow drill bit and diamond-drilling (dry or wet concrete)
Tem- I: 35°C/60°C 7 6 6 7 7
perature Take | [N/mm?)]
range l: 50 r"C [ 72 OC 7 6 6 7 7
Installation factors
Dry or wet concrete Yinst [] 1,0
Working l: 35°C/860°C 0,60 0,85 0,80 0,65 0,865
life <100 years [-]
100 years I 50°C/72°C 0,60 0,85 0.80 0.65 0,65
1 Calculation of characteristic bond resistance in uncracked concrete Trk 100, ver :
TRi.100, uer = Q100 years * TRkuer
2 Calculation of characteristic bond resistance in cracked concrete Try, 100, ¢t &
TRk.100. ¢r = Q100 years ~ TRk

fischer injection system FIS EM Plus

Performances AnnexC 8

Characteristic values for combined pull-out and concrete failure for fischer internal

threaded anchors RG MI; working life 100 years

751923.20 8.06.01-100/20
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Table C9.1:  Characteristic values for combined pull-out and concrete failure for
reinforcing bars in hammer or diamond drilled holes; uncracked or
cracked concrete; working life 50 years
Nominal diameter of the bar & |8[10]12][14]18]18|20|22|24]25]26]28|30|32[34[36]40
Combined pullout and concrete cone failure
Calculation diameter d | [mm] [8]10]12]14]16]18]20|22|24|25|26]|28|30(|32]|34 3640
Uncracked concrete
Characteristic bond resistance in uncracked concrete C20/25
Hammer-drilling with standard drill bit or hollow drill bit {dry or wet concrete)
Tem- [ 35°C/60°C 16[15 15 (141411313 (131212121212 (12 (11|11 ] 11
perature Thkwer | (IN/MM?]
range ll: 50°C/72°C 15114114 |13 (13 (1212|1212 (1111 {11 (11|11 (111010
Hammer-drilling with standard drill bit or hollow drill bit {water filled hole)
Tem- I: 35°C/60°C 16(16 14 (1312|1211 [11|10]10|10|10| 8|9 |9 | 8 | 8
perature TRk | [N/MM?]
range Il 50°C/72°C 15[14 (1312|1211 [(11(10|10]9 |9 |9 |9 |8B|8|8 |8
Diamond-drilling (dry or wet concrete gs well as water filled hole)
Tem- I: 35°C/60°C 16|15(13[12]12|11]|10|10(10(9 |9 |9 |9 |8 |8 |8 | 7
perature Taier | [N/MM?]
range Il; 50°C/72°C 151412 (11|11]10(10({9 1 9]19|8/8 |88
Installation factors
Dry or wet concrete . [ 1,0
Water filled hole i 1,4
Cracked concrete
Characteristic bond resistance in cracked concrete C20/25
Hammer-drilling with standard drill bit or hollow drill bit {dry or wet concrete)
Tem- I: 35°C/60°C 7/7|/8|8|8|8(8|8|8|8|8|8|8|8|8|8|8
perature TRrer | (N/MM?]
range Il; 50°C/72°C 7/7|/8|8|8|8(8|8|8|8|8|8|8|8|8|8|8
Diamand-drilling (dry or wet concrete)
Tem- I: 35°C/60°C 7(7|7|7|6|6|6|7|7|7|7|7|7|5|5|5]|5
perature Theor | [(N/MM?]
range l: 50°C/72°C 7(7|7|7|6|6|6|7|7|7|7|7|7|5|5|5]|5
Hammer-drilling with standard drill bit or hollow drill bit and diamond-drilling {water filled hole}
Tem- I; 35°C/860°C 67565656566 |6|6|6|6|6|6|5|5|5]|5
perature Teker | [N/MMZ]
range Il: 506°C/72°C 66565 6 |6|6|6|6|6|6(6|6|6|5|5|5|5
Installation factors
Dry or wet concrete 8 1,0
¥ins -
Water filled hole finet 1,2 1,4
fischer injection system FIS EM Plus
Performances AnnexC9
Characteristic values for combined pull-out and concrete failure for reinforcing bars;
working life 50 years
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Table C10.1: Characteristic values for combined pull-out and concrete failure for
reinforcing bars in hammer or diamond drilled holes; uncracked or
cracked concrete; working life 100 years
Nominal diameter of the bar & |8]10|12]14]16]18|20|22|24]25]|26|28|30|32|34|36|40
Combined pullout and concrete cone failure
Calculation diameter d | [mm] |8|10]12]14]|16][18]20|22|24]25]26|28|30|32]34]36 |40
Uncracked concrete
Characteristic bond resistance in uncracked concrete C20/25
Hammer-drilling with standard drill bit or hollow drill bit {dry or wet concrete)
Tem- [ 35°C/60°C 16|15 (15 (14|14 (13|13 (13|12 |12({12 (1212|1211 [11]|11
perature Trre | [N/MmM?)
range ll: 50°C/72°C 15(14 (14 (1313112 (12 (121211 11|11 {1111 (11|10 [10
Diamand-drilling (dry or wet concrete)
Tem- I 35°C/60°C 16|15(13(12|12(11]10[10|10| 9
perature Takuer | [N/MM?)
range Il 50°C/72°C 1511412 (11|11 |10]|10|9 | 9|9 (8|8 |8 |8 |7 |7 |7
Installation factors
Dry or wet concrete Yinst [-] 10
WWw W w wmiw|w | v Wil wiuw| wmiu| | n
Working I: 35°C/60°C e D D e B e D Y D e e e A D e
. |l | O |||l |||l OO | OO OO
life 100 Q100 years (-] Dol o L | w|lw|n | C|D|[w|w|w|Ww|w]| ]|
years ll.: 50°C/72°C ol © (0|l OlQ|Q @ O[O |© Q|| ©|@| D
OO0 |0 | 0|0 |00 |O|0O|0C|C(C([OC|O|O|O
Cracked concrete
Characteristic bond resistance in cracked concrete C20/25
Hammer-drilling with standard drill bit or hollow drill bit (dry or wet concrete)
Tem- I 35°C/60°C 7|!7/8|8|8|8|8|8|8|8|8|8/8|8|8|8|38
perature Thcer | [N/MM?]
range l; 50°C/72°C 7/7/8|8|8(8|8|8|8|8([8|8|8|8|8|8)|8
Diamond-drilling {dry or wet concrete)
Tem- I: 35°C/60°C 717177 |6|6|6|7|7|7|(7|7|7|5|5|5|5
perature Toker | [N/MMA]
range Il: 50°C/72°C 77|77 |6|6|l6|7|7|7|7|7|7|5|5|5]|5
Installation factors
Dry or wet concrete Yinst -] 1,0
ClW | O | W | W0 W W | W W0 w|w | W uw|uw|u| W uw
Worng  I: 35°C /60 °C SR R R I
life 100 Q100 years ] oo u vl vululwu[wulwn|wn
years l: 80°C/72°C @@ 0| Q| ©(EE|©|©|O]O|0]|0]|W0Q« W00
OO | O | O|O|lo|l | ol || 0| a2
1 Calculation of characteristic bond resistance in uncracked concrete Trk.100, ver:
TRk, 100, ucr = Q100 years * TRk.ucr
2 Calculation of characteristic bond resistance in cracked concrete Try 100, o'
TRK.100, or = Q100 years ~ TRk.cr
fischer injection system FIS EM Plus
Performances Annex C 10
Characteristic values for combined pull-out and concrete failure for reinforcing bars;
working life 100 years
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Table C11.1:

cracked concrete; working life 50 years

Characteristic values for combined pull-out and concrete failure for fischer
rebar anchors FRA in hammer or diamond drilled holes; uncracked or

anchors FRA; working life 50 years

Characteristic values for combined pull-out and concrete failure for fischer rebar

fischer rebar anchor FRA | w2 | me | w20 | m24
Combined pullout and concrete cone failure
Calculation diameter d | [mm] [ 12 | 16 | 20 ‘ 25
Uncracked concrete
Characteristic bond resistance in uncracked concrete C20/25
Hammer-drilling with standard drill bit or hollow drill bit {dry or wet concrete)
Tem- I: 35°C/60°C 5 15 14 13 12
E’;;g?re I 50°C 72oc R |[NM] 14 13 12 12
Hammer-drilling with standard drill bit or hollow drill bit {water filled hole}
Tem- I: 35°C/60°C 14 12 11 10
perature Treuer | [N/MmM?)
range lI: 50°C/72°C 13 12 11 9
Diamond-drilling {dry or wet concrete as well as water filled hole)
Tem- I: 35°C/60°C 13 12 10
perature Thewer | [INFMMA]
range II: 50°C/72°C 12 11 10
Installation factors
Dry or wet concrete 1,0
Water filled hole fine g 14
Cracked concrete
Characteristic bond resistance in cracked concrete C20/25
Hammer-drilling with standard drill bit or hollow drill bit and diamond-drilling (dry or wet concrete)
Tem- [: 35°C/60°C 8 8 8 8
perature Trker | [N/mm?]
range Il: 50°C/72°C 8 8 8 8
Hammer-drilling with standard drill bit or hollow drill bit and diamond-drilling {water filled hole)
Tem- [: 35°C/60°C 7 6 6 6
perature Teker | [IN/MM?]
range II: 50 °C 172 °C 7 6 & 6
Installation factors
Dry or wet concrete 1,0
Water filled hole 7inst [ 1,2 1,4
fischer injection system FIS EM Plus
Performances Annex C 11
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Table C12.1;: Characteristic values for combined pull-out and concrete failure for tischer
rebar anchors FRA in hammer or diamond drilled holes; uncracked or

cracked concrete; working life 100 years

fischer rebar anchor FRA | w2 | me | w20 | m24
Combined pullout and concrete cone failure
Calculation diameter d | [mm] [ 12 | 16 | 20 ‘ 25
Uncracked concrete
Characteristic bond resistance in uncracked concrete C20/25
Hammer-drilling with standard drill bit or hollow drill bit {dry or wet concrete}
Tem- I: 35°C/60°C N/mm? 15 14 13 12

erature , mm
Eange I s0°c 72ec e |l ] 14 13 12 12
Diamond-drilling {dry or wet concrete)
Tem- I: 35°C/60°C 13 12 10 9
perature Treuer | [N/MmM?)
range II: 50°C/72°C 12 11 10 9
Installation factors
Dry or wet concrete Yinst [-] 1,0
Working I 35°C/60°C 0,75 0,75 0,75 0.75
life 100 100 years [N;’mm"’]
years II: 50°C/72°C 0,60 0,65 0,65 0,65
Cracked concrete
Characteristic bond resistance in cracked concrete C20/25
Hammer-drilling with standard drill bit or hollow drill bit and diamond-drilling (dry or wet concrete)
Tem- I: 35°C/60°C 8 8 8 8
perature Taker | [N/MmM?]
range Il: 50°C/72°C 8 8 8 8
Installation factors
Dry or wet concrete Yinst [-] 1,0
Working I: 35°C/60°C 0,80 0,65 0,65 0.65
life 100 U100 years []
years Il;: 50°C/72°C 0,80 0,65 0,65 0,65

1 Calculation of characteristic bond resistance in uncracked concrete Trk,100, ucr:
TRk.IOD. ver = Q100 years * TRk.ucr
2 Calculation of characteristic bond resistance in cracked concrete Trk,100, or:
TRk.100, or = G100 years * TRk.er
fischer injection system FIS EM Plus
Performances Annex C 12

Characteristic values for pull-out and concrete failure for fischer rebar anchors FRA;

working life 100 years
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Table C13.1: Displacements for anchor rods

{ted: Design value of the applied tensile stress)

Table C13.2: Displacements for fischer internal threaded anchors RG Mi

{Ves: Design value of the applied shear force)

Anchor rod | M8 | M10 | M12 | M14 | M16 | M20 | M22 | M24 | M27 | M30
Displacement-Factors for tension load"
Uncracked or cracked concrete; Temperature range |, Il
SNo-Factor 0,07 0,08 0,09 0,09 0,10 0,11 0,11 0,12 0,12 0,13
[mm/(N/mm?)]
ONen-Factor 0,11 0,12 0,13 0,14 0,15 0,16 0,17 0,18 0,19 0,19
Displacement-Factors for shear load?
Uncracked or cracked concrete; Temperature range |, Il
Svo-Factor 0,18 0,15 0,12 0,10 0,08 0,07 0,07 0,06 0,05 0,05
Ovor-Fastor [mmiki] 0,27 0,22 0,18 0,16 0,14 0,11 0,10 0,09 0,08 0,07
1 Calculation of effective displacement: 2) Calculation of effective displacement:
8no = Bno-Factor - TEd Svo = vo-Factor * VEd
Bnor = Bn.s-Factor * TEM Sv.. = Ove-Factor * VEd

{teqa: Design value of the applied tensile stress)

e nal iy eaded Ma M10 M12 M16 M20
Displacement-Factors for tension load"
Uncracked or cracked concrete; Temperature range |, Il
SNo-Factor (mm/(N/mm?)] 0,09 0,10 0,10 0,11 0,13
SNoo-Factor 0,13 0,15 0,16 0,17 0,19
Displacement-Factors for shear load?
Uncracked or cracked concrete; Temperature range |, i
Svo-Factor 0,12 0,09 0,08 0,07 0,05
- [mm/kN]
Ov.s-Factar 0,18 0,14 0,12 0,10 0,08
U Calculation of effective displacement: 2t Calculation of effective displacement:
ONa = Dwp-Factor * TEd dvo = dvo-Factor - VEd
ONw = ONar Factor * TEd Ovar = BV Factor © VEd

(Vea: Design value of the applied shear force)

fischer injection system FIS EM Plus

Periormances
Displacements for anchor rods and fischer internal threaded anchors RG MI

Annex C 13
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8.06.01-100/20




Page 37 of European Technical Assessment Deutsches

ETA-17/0979 of 17 June 2020 Institut
fiir
English translation prepared by DIBt Bautechnik

Table C14.1: Displacements for reinforcing bars

Nominal diameter

of the bar | 8 |10 |12 |14 |16 (18 |20 |22 |24 | 25 | 26 | 28 | 30 | 32 | 34 | 36 | 40

Displacement-Factors for tension load”

Uncracked or cracked concrete; Temperature range |, Il

ONo-Factor 0,07)0,08|0,09(0,09|0,10|0,10(0,11|0,11|0,12{0,12(0,12|0,13(0,13|0,13|0,14|0,14(0,15

[mm/(N/mm?)]
ONeo-Fagtor 0,11)0,12|0,13|0,14|0,15|0,16|0,16|0,17(0,18/0,18|0,18(0,19(0,19|0,20|0,20|0,21 (0,22

Displacement-Factors for shear load?

Uncracked or cracked concrete; Temperature range |, Il

Svo-Factor (mm/KN] 0,18|0,15|0,12(0,10|0,09|0,08(0,07|0,07|0,06{0,06(0,06|0,05(0,05(0,05|0,04 0,04 (0,04
SVeo-Factor 0,27|0,22|0,18(0,16|0,14|0,12{0,11|0,10|0,09(0,09(0,08|0,08(0,07|0,07|0,06|0,06 (0,05
" Calculation of effective displacement: 2) Calculation of effective displacement:
8no = Bno-Factor - TEd Svo = vo-Factor * VEd
ONer. = ONa-Factor * TEd Ove = OVar-Factor © VEd
{(tea: Design value of the applied tensile stress) {Veq: Design value of the applied shear force)

Table C14.2: Displacements for fischer rebar anchors FRA

fischer rebar anchor

FRA M12 M16 M20 M24

Displacement-Factors for tension load"

Uncracked or cracked concrete; Temperature range |, Il

8NO—Factor 0,09 0,1 0 0,1 1 0, 12

[mm/(N/mm?)]
SNos-Factor 0,13 0,15 0,16 0,18

Displacement-Factors for shear load?®

Uncracked or cracked concrete; Temperature range |, Il

6\4’0 Factor 0,1 2 0,09 0,07 0,06
- [mm/AkN]
Sv.-Fastar 0,18 0,14 0,11 0,09
) Calculation of effective displacement: 2 Calculation of effective displacement:
8o = Snp-Factor © TEd dvo = Bvo-Factor © VEd
ONen = ONx Factor © TEd v = Ova Factor © VE4
{tea: Design value of the applied tensile stress) (Vea: Design value of the applied shear force)

fischer injection system FIS EM Plus

Performance Annex C 14
Displacements for reinforcing bars and fischer rebar anchors FRA
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Table C15.1: Characteristic values for steel failure under tension / shear load of fischer
anchor rods and standard threaded rods under seismic action
performance category C1 or C2

Anchor rod / standard threaded rod | M10 | M12 | M14 | M16 | M20 | mM22 | M24 | M27 | M30

Bearing capacity under tension load, steel failure”

fischer anchor rods and standard threaded rods, performance category C1?

o _ 5.8 29(27)| 43 | 58 | 79 | 123 | 152 | 177 | 230 | 281
= o  Steelzinc plated

28 z, 88 47(43)| 68 | 92 | 126 | 196 | 243 | 282 | 368 | 449
E W T W

g § £ Stainless steel Rand | 5.8 SO|[NI| 29 | 43 | 58 | 79 | 123 | 152 | 177 | 230 | 281
S 8 < high corrosion a - 70 41 | 59 | 81 | 110 | 172 | 212 | 247 | 322 | 393
© resistant steel HCR 80 47 | 68 | 92 | 126 | 196 | 243 | 282 | 368 | 449
fischer anchor rods and standard threaded rods, performance category 2%

2 Steel zinc plated 5.8 i 89 | 9 | 72 | 108 | 4 |77 | © i
28 o P > 88 © |61 | ® |16 173 ] @ |282| » | &
98 § StainlessstesiRand| §8 50| FI[ 9 [ 39 | -9 [ 72 [108| & [177 [ # | -
& 8 Z high corrosion o 70 183 | 9 101 [ 152 | M | 247 | 4 ] 9
o resistant steel HCR 80 -4 61 -4 116 | 173 | 9 | 282 ) 4

Bearing capacity under shear load, steel failure without lever arm™

fischer anchor rods, performance category C1?

o . 5.8 17(16)| 25 34 47 74 91 106 138 168
=g Steel zinc plated

2 ° - 2 " 8.8 23(21) 34 46 63 98 122 | 141 184 | 225
2 o ©

E § >é Stainless steel R and 8.% 50 |[kN]| 15 21 29 39 61 76 89 115 | 141
oo high corrosion o 70 20 30 40 55 86 107 124 161 1687
© resistant steel HCR 80 23 | 34 | 46 | 63 | 98 | 122 | 141 | 184 | 225
Standard threaded rods, performance category C12

o Stes! zinc plated 5.8 1211 17 | 24 | 33 | 52 | 84 | 74 | 97 | 118
23 P 2z, 88 16(14)] 24 | 32 | 44 | 69 | 85 | 99 | 129 | 158
gg $ Stainless steel R and §§ 50([kN]| 11 | 15 | 20 | 27 | 43 | 53 | 82 | 81 | 99
& 8 < high corrosion a 70 14 | 21 | 28 | 39 | 60 | 75 | 87 | 113 | 138
O resistant steel HCR 80 16 | 24 | 32 | 44 | 69 | 85 | 99 | 129 | 158
fischer anchor rods and standard threaded rods, performance category C2

2 Steel zinc plated 5.8 - 14 e 2 43 . 62 . .
28 P >, 88 “ | 22 | 9 | 44 | 69 | @ | 99 | @ | @
= o @«

% % & Stainless steel R and g‘_g'? 50| [ | -¥ 14 it 27 43 -4 62 -4 -4
@ & 7 high corrosion a 70 4 |20 | 9 | 39 | B0 | A | 87 | 4 | ¥
Q resistant steel HCR 80 _4) 29 Y 44 69 ) a9 4 -4
Factor for the annular gap Olgap [-] 05 (1.00%

Y Partial factors for performance category C1 or C2 see table C1.1;
for fischer anchor rods FIS A/ RGM the factor for steel ductility is 1,0

2 Values in brackets are valid for undersized threaded rods with smaller stress area As for hot dip galvanised
standard threaded rods according to EN 130 10684:2004+AC:2009.

* Values in brackets are valid for filled annular gaps between the anchor rod and the through-hole in the
attachment. It is necessary to use the fischer filling disc according to Annex A 1

% No performance assessed

fischer injection system FIS EM Plus

Performances Annex C 15

Characteristic values for steel failure under tension / shear load for fischer anchor rods
and standard threaded rods under seismic action (performance category C1/C2)
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Table C16.1: Characteristic values for steel failure under tension / shear load for
reinforcing bars (B500B) under seismic action performance category C1

Nominal diameter of the bar d 101214161820 22 |24 [ 25|26 |28 [ 30| 32

Bearing capacity under tension load, steel failure™
Reinforcing bar B500B acc. to DIN 488-2:2009-08, performance category C1
Characteristic resistance Nresci |[kN]| 44 | 63 | 85 [111]140]173]209]249]270] 292|339 389] 443

Bearing capacity under shear load, steel failure without lever arm"
Reinforcing bar B500B acc. to DIN 488-2:2009-08, performance category C1
Characteristic resistance Vakscr |[kN]| 15 |22 [ 30| 39| 49 | 61| 74 | 88 | 95 [102]119]137[155

" Partial factors for performance category C1 see table C16.2

Table C16.2: Partial factors for fischer anchor rods, standard threaded rods and rein-
forcing bars (B500B) under seismic action performance category C1 or C2

Anchor rod / standard threaded rod M10 | M12 | M14 | M16 | M20 | M22 | M24 | m27 | M30
Nominal diameter of the bar ¢ [10]12[14]|16 1820|2224 |25 |26 |28 | 30 | 32
Tension load, steel failure?
, 5.8 1,50
= Steel zinc plated
H] > 88 1,50
f- = w
S 2@
©  Stainless steel R and 8 3 50 [] 2,86
>~ high corrosion a 70 1,502 /1,87
2 resistant steel HCR
= 80 1,60
o,
Reinforcing bar B500B 1,40
Shear load, steel failure?
. 5.8 1,25
> Steel zinc plated
2 > 8.8 1,25
[ )
c Qw
S Stainless steel R and o 50 [] 2,38
= high corrosion a 70 1,252 /1,56
-E resistant steel HCR 30 133
o
Reinfercing bar B50GB 1,50

"In absence of other national regulations
2 Only admissible for high corrosion resistant steel HCR, with fy / fuc 2 0,8 and As > 12 % (e.g. fischer anchor

rods)

fischer injection system FIS EM Plus

Performances Annex C 16
Characteristic values for steel failure under tension/shear load for reinforcing bars under
seismic action (performance category C1); partial factors {perform. category C1/ C2)

8.06.01-100/20
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Table C17.1: Characteristic values for combined pull-out and concrete failure for tischer
anchor rods and standard threaded rods in hammer drilled holes under
seismic action performance category C1; working life 50 and 100 years

Anchor rod / standard threaded rod | M10 | m12 | M14 | Mm16 | m20 | m22 | M24 | m27 | m30

Characteristic bond resistance, combined pullout and concrete cone failure

Hammer-drilling with standard drill bit or hollow drill bit (dry or wet concrete)

Tem- I: 35°C/60°C 70| 70 | 67 | 6,0 | 57 | 6,7 | 6,7 | 6,7 | 6,7
perature Trccr | [N/mm?]
range II; 50°C/72°C 70|70 | 67 | 57 |57 |67 | 67 | 67 | 67
Hammer-drilling with standard drill bit or hollow drill bit {water filled hole)
Tem- I: 35°C/860°C 7.5 7.5 6,5 5,7 5,7 57 57 57 57
perature Trer |[N/mm?]
range II: 50°C/72°C 68 | 68 | 65 | 57 | 57 | 57 | 57 | 57 | 57
Installation factors
Dry or wet concrete [ 1,0

Ying -
Water filled hole e 1,20 | 1,4

' Not permitted i

Table C17.2:

n combination with working life 100 years

Characteristic values for combined pull-out and concrete failure for
reinforcing bars in hammer drilled holes under seismic action performance
category C1; working lite 50 and 100 years

Nominal diameter

of the bar & [10[12]14 16|18 |20 2224|2526 |28 3032

Characteristic bond resistance, combined pullout and concrete cone failure

Hammer-drilling with standard drill bit or hollow drill bit (dry or wet concrete)

Tem- Il 35°C/60°C 70(7,016,7|57|57|57(6,7|6,7(6,7,6,7/6,716,7|4,8
perature Treer | [N/mm?]

range Il 50°C/72°C 70(7,0|6,7|57|57|57|6,7|6,7|6,7]|6,7|6,7]|6,7|4,8
Hammer-drilling with standard drill bit or hollow drill bit (water filled hole)

Tem- I 35°C/60°C 7565|6557 57|57 5757571575757 |48
perature Tregr | [N/mm?]

range Il 50°C/72°C 65(65|58|58|57|57|57|57|5,7]57|57]|57|4,8
Installation factors

Dry or wet concrete . g 1,0

Water filled hole fins 1,21 1,41

' Not permitted i

n combination with working life 100 years

fischer injection system FIS EM Plus

Performances

for fischer anchor

Characteristic values for combined pull-out and concrete tailure under seismic action (C1

Annex C 17

rods, stand. thread. rods and reinf. bars; working life 50 and 100 years

751923.20
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Table C18.1:

Characteristic values for combined pull-out and concrete failure for fischer
anchor rods and standard threaded rods in hammer drilled holes under
seismic action performance category C2; working life 50 and 100 years

Anchor rod / standard threaded rod | w2 | wme | w20 | m24
Characteristic bond resistance, combined pullout and concrete cone failure
Hammer-drilling with standard drill bit or hollow drill bit (dry or wet concrete)
Tem- I: 35°C/60°C 3,5 5,8 5,0 3,1
perature Takcz | [N/mm?]
range Il 80°C/72°C 3,3 55 4,7 29
Hammer-drilling with standard drill bit or hollow drill bit {water filled hole)
Tem- I} 35°C/60°C , 3.5 5,8 50 3.1
P?ra}t,ure I- BEnek {792 o0 TP‘R'CE [mem ] eIy ] E E A7 20
ra”ge LE L VR WA - [ R A b PR f =y
Installaticn factors
Dry or wet concrete [ 1,0
in -

Water filled hole et 1,20 14"
) Not permitted in combination with working life 100 years
Displacement-Factors for tension load™
3, - 0,09 0,10 0,11 0,12

N,C2 (DLS)-Factor [mm/(N/mmz)]
ON,C2 (ULS)-Fagtor 0,15 0,17 0,17 0,18
Displacement-Factors for shear load?
dv,c2 (DLS)-Factor (Mm/KN] 0,18 0,10 0,07 0,06
Bv,C2 (ULS)-Factor 0,25 0,14 0,11 0,09

1 Caleulation of ef
dv.c2 (oLs) = BN.C2
ON.c2 (ULs) = B2

fective displacement:
(DLS)-Factor © TEd

{ULS)-Factor * TEd

{teq: Design value of the applied tensile stress)

2) Calculation of effective displacement:

dv.c2 (DLS) = Ov.C2 (DLS)-Facter © VEd
Sv.cz2 (uLs) = Sv.C2 (ULS)-Facter * VEd

{Veq: Design value of the applied shear force)

fischer injection system FIS EM Plus

Performances

Characteristic values for combined pull-out and concrete failure under seismic action
(C2) for fischer anchor rods and standard threaded rods; working life 50 and 100 years
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